
 

1.Input Power Level: 10 dBm 
2.DC voltage: 10 V 
3.Operating Temperature: -30°C to +85°C 
4.Storage Temperature: -30°C to +85°C 

Item Min. Typ. Max. Note 
Center frequency   FC   (MHz) 38.812 38.912 39.012  
Insertion Loss                      ( dB ) ILmin - 22.5 25.0  
Pass bandwidth (relative to ILmin)    BW3   (MHz) 1.40 1.50 -  
Pass bandwidth (relative to ILmin)    BW30  (MHz) - 2.85 3.00  
Attenuation:( relative to Ilmin)          ( dB )    
30.00~36.26 MHz                   ( dB ) 35.0 40.0 - 
36.26~37.30 MHz                   ( dB ) 33.0 37.0 - 
40.60~41.40 MHz                   ( dB ) 35.0 40.0 - 
41.40~50.00 MHz                   ( dB ) 35.0 38.0 - 

 

Group Delay Variation:                
38.16~39.66 MHz                   ( nsp-p ) - 80 200  
Temperature coefficient              (ppm/K) - -20 -  
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1. Group delay:  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2. S21 Response: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                     

Frequency  Characteristics
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                      In/out Impedance = 50Ω /50Ω  

 
 

 

 
 

 

Measurement Circuit

Outline Drawing

PCB FootPrint
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1.REEL DIMENSION                   

  
               

2.TAPE DIMENSION 

  

Packing
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